
MULTIHEAT
SUG- OCH TRYCKSLANG AV EPDM
1409-85

HYDROSCAND AB
Bogårdsvägen 43, 128 62 Sköndal, Sweden • Tel: +46 8 555 990 95 • E-mail: support@hydroscand.se

Innertub: EPDM Säkerhetsfaktor: 1:3
Armering: Stålspiral, textilarmering Temperatur: -40°C – +125°C
Yttertub: Värme- och väderbestädigt EPDM Utförande: Svart, vävmönstrad med grön 

märkning

Sug- och tryckslang för varmvatten och kylvätskor, applicerad i motorkylning och värmesystem. Kylarslangar.  
Enastående flexibilitet, installationer i mycket trånga utrymmen. Tål utspädda kemikalier. AdBlue-beständig.

SPECIFIKATIONER

BESKRIVNING

Artikel-
nummer

ID
mm

YD
mm

Arbetstryck 
MPa

Under-tr.
Max %

Böjradie
mm

Längd 
m/rulle

Vikt
kg

14098508 13 21 1 90 50 40 0.32
14098510 16 24 1 90 60 40 0.41
14098512 19 28 1 90 70 40 0.51
14098514 22 33 1 90 85 40 0.55
14098516 25 34 1 90 95 40 0.61
14098518 28 38 1 92 110 40 0.79
14098520 32 42 1 90 125 40 0.96
14098522 35 46 1 92 135 40 1.06
14098524 38 48 1 90 150 40 1.13
14098530 45 57 1 92 160 40 1.49
14098532 51 62 1 90 215 40 1.69
14098540 63 76 1 92 280 40 2.03
14098548 76 89 1 92 350 40 2.76
14098564 102 116 1 92 490 40 4.16
14098580 127 142 1 92 620 40 5.27
14098596 152 174 1 92 950 40 9.28

BRANDING INSTRUCTIONS
Branding Type:

Hose Type:

Issue:

Approved:

Date:
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For branding size, dimensions and layout see example on page 2

Batch code and date of production 
printed separately on the hose according 
to suppliers standard or to agreement.

HYDROSCAND MULTIHEAT HOT WATER S&D 1409-85-08 ID 13 mm WP 10 Bar

HYDROSCAND MULTIHEAT HOT WATER S&D 1409-85-10 ID 16 mm WP 10 Bar

HYDROSCAND MULTIHEAT HOT WATER S&D 1409-85-12

HYDROSCAND MULTIHEAT HOT WATER S&D 1409-85-14

ID 19 mm WP 10 Bar

ID 22 mm WP 10 Bar

HYDROSCAND MULTIHEAT HOT WATER S&D 1409-85-16 ID 25 mm WP 10 Bar

MULTIHEAT HOT WATER S&D 1409-85-20 ID 32 mm WP 10 Bar

Tape, Green PMS 362 C, white letters 2023-01-24

140985-2304-02

Magli

MULTIHEAT HOT WATER S&D 1409-85-18 ID 28 mm WP 10 Bar

MULTIHEAT HOT WATER S&D 1409-85-22 ID 35 mm WP 10 Bar


