
Flange gasket 1,5mm tesnit
Product info Flange gasket 1,5mm tesnit	 	 	 	 	 	 	

Product group 505

Universal gasket that works great for most applications. The gaskets are made of
nitrile-bonded aramide fiber. Resistant to light chemicals, water, oil, and steam. Typical
applications is paper mills, heating plants, food industry and water pipes. The material also
meets drinking water standards such as DVGW, WRAS and EC 1935/2004. Manufactured
according to 1514-1.	

Part no Material Color DN ID (mm) OD (mm) Thickness (mm) Max temperature (°C) Weight (kg)

56120008 Tesnit Blue 15 22 44 1.5 220 -

56120012 Tesnit Blue 20 27 54 1.5 220 -

56120016 Tesnit Blue 25 34 64 1.5 220 0.01

56120020 Tesnit Blue 32 43 76 1.5 220 0.01

56120024 Tesnit Blue 40 49 86 1.5 220 0.01

56120032 Tesnit Blue 50 61 96 1.5 220 0.01

56120040 Tesnit Blue 65 77 116 1.5 220 0.02

56120048 Tesnit Blue 80 89 132 1.5 220 0.02

56120064 Tesnit Blue 100 115 152 1.5 220 0.02

56120080 Tesnit Blue 125 141 182 1.5 220 0.03

56120096 Tesnit Blue 150 169 207 1.5 220 0.03

56120200 Tesnit Blue 200 220 262 1.5 220 0.04

56121006 Tesnit Blue 10 18 46 1.5 220 -

56121008 Tesnit Blue 15 22 51 1.5 220 -

56121012 Tesnit Blue 20 27 61 1.5 220 0.01

56121016 Tesnit Blue 25 34 71 1.5 220 0.01

56121020 Tesnit Blue 32 43 82 1.5 220 0.01



Part no Material Color DN ID (mm) OD (mm) Thickness (mm) Max temperature (°C) Weight (kg)

56121024 Tesnit Blue 40 49 92 1.5 220 0.02

56121032 Tesnit Blue 50 61 107 1.5 220 0.02

56121040 Tesnit Blue 65 77 127 1.5 220 0.02

56121048 Tesnit Blue 80 89 142 1.5 220 0.03

56121064 Tesnit Blue 100 115 162 1.5 220 0.03

56121080 Tesnit Blue 125 141 192 1.5 220 0.04

56121096 Tesnit Blue 150 169 218 1.5 220 0.04

56121200 Tesnit Blue 200 220 273 1.5 220 0.06

56121250 Tesnit Blue 250 273 328 1.5 220 0.07

56121300 Tesnit Blue 300 324 378 1.5 220 0.08

56121350 Tesnit Blue 350 356 438 1.5 220 0.14

56121400 Tesnit Blue 400 407 489 1.5 220 0.16

56121500 Tesnit Blue 500 508 594 1.5 220 0.2

56121600 Tesnit Blue 600 610 695 1.5 220 0.24

56122300 Tesnit Blue 300 324 384 1.5 220 0.09

56123064 Tesnit Blue 100 115 168 1.5 220 0.03

56123080 Tesnit Blue 125 141 194 1.5 220 0.04

56123096 Tesnit Blue 150 169 224 1.5 220 0.05


